In this paper, the amplitude probability density (APD) of the wideband extremely low frequency (ELF) and very low frequency (VLF) atmospheric noise is studied. The electromagnetic signals from the atmosphere, referred to herein as atmospheric noise, was recorded by a mobile low-temperature superconducting quantum interference device (SQUID) receiver under magnetically unshielded conditions. In order to eliminate the adverse effect brought by the geomagnetic activities and powerline, the measured field data was preprocessed to suppress the baseline wandering and harmonics by symmetric wavelet transform and least square methods firstly. Then statistical analysis was performed for the atmospheric noise on different time and frequency scales. Finally, the wideband ELF/VLF atmospheric noise was analyzed and modeled separately. Experimental results show that, Gaussian model is appropriate to depict preprocessed ELF atmospheric noise by a hole puncher operator. While for VLF atmospheric noise, symmetric α-stable (SαS) distribution is more accurate to fit the heavy-tail of the envelope probability density function (pdf).
Introduction
Extremely low frequency (ELF, defined here as 300-3000 Hz) and very low frequency (VLF, defined here as 3-30 kHz) radio waves have efficient long-range propagation (attenuation rates typically a few dB/Mm at VLF and much smaller, of the order of a few tenths dB/Mm at ELF) in the so-called earth-ionosphere waveguide [1] and comparatively deep penetration into conducting medium such as Earth and seawater. Consequently, they have wide applications ranging from naval communication [2] and geophysical prospecting [3] to underground communication [4] .
In order to radiate electromagnetic waves, the dimensions of antenna need to be of the order of the wavelength of the radiation to have an efficiency of any practical significance. Many naval transmitters use tuning elements to force the the antenna to resonate at the working frequency to compensate the shortage of the antenna size. However, the tuning elements provide reasonable efficiency and sized antenna of the transmitter at the expense of a very small resonate bandwidth of the antenna. Consequently, traditional analysis and modeling for ELF/VLF noise are concentrated on narrow-band characteristics (typical bandwidth is 5% of the center frequency). A detailed description of this work can be found in [5] . Recently, ionosphere heating has provided a new way to generate wideband ELF/VLF communication signals, which can raise the communication rate significantly [6] . Experimental results show that the communication bandwidth at 1.51 kHz reaches as high as 400 Hz [7] , which encourage
System Description
As SQUIDs deploying low-transition temeprature superconductors (LTS) can provide a lower magnetic flux noise floor and the corresponding technology is much more refined than high-temperature ones, we adopt the LTS sensor as the antenna of the ELF/VLF receiver. The LTS receiver used in our experiment was fabricated by the Shanghai Institute of Microsystem and Information Technology (SIMIT), Chinese Academy of Sciences [22] . A block diagram of the receiver is shown in Figure 1 . The system consists of three components, i.e., SQUID bootstrap circuit (SBC) and its readout circuit, development platform and computer. The SBC is a new dc SQUID readout circuit operating in the voltage bias mode [22] , which can effectively reduce the preamplifier noise below the intrinsic noise of SQUID sensor. More details about the SBC in our experiment can be found in [22] . The development platform is based on CompactRIO developed by National Instruments, which has excellent adaptability in field environment. The high-precision data are sampled at a 100 kHz sampling rate by 24 bit analog-to-digital converters (ADC). The digital data are then stored in the computer and some postprocessing methods listed in later sections are performed on them. The noise floor of the SQUID sensor in the center of a medium magnetically shielded room measured by a spectrum analyzer (Agilen 35670A) is shown in Figure 2 and the noise is about 6 fT/ √ Hz@1.51 kHz. The noise below 100 Hz is very large because the measurement was conducted at day time with the influence of some external disturbances like a subway nearby. The large low frequency noise presented in Figure 2 should be mostly contributed from the urban environment noise since it differs much at daytime and at midnight. At midnight, we can find that the corner frequency of the 1/ f noise is about 3 Hz and the low-frequency components are much smaller than that in Figure 2 . 
Data Preprocessing
A continuous observation during seven days for ELF/VLF atmospheric noise was conducted at Hoxtolgay, China in March, 2014. As the vertical magnetic field component is usually much smaller than the horizontal ones near the ground [13] , only a single SQUID sensor was chosen for this investigation. It was placed in a dewar made of fiberglass full of liquid helium at a temperature of 4.2 K and the atmospheric noise in the south-north direction in the horizontal plane was recorded during 08:00∼11:00 UT from 2nd to 7th March. The cryostat was half flush-mounted in the Earth and the wind was shielded. The atmospheric noise during this time were quite low. Limited by the storage ability, the data were sampled at a 100 kHz sampling rate and only stored twice an hour with a length of 20 s each time. The measurement site is far from cities but with a power transmission line about 5 km away. As the measurement was conducted under magnetically unshielded environment, the measured data suffered from baseline wandering caused by geomagnetic activity (daily variation and vibration may also cause baseline wandering) and harmonics radiated from the power line nearby. In order to get an accurate analysis and modeling for the ELF/VLF atmospheric noise, the baseline wandering and the harmonics has to be eliminated before further data processing.
Baseline Correction
Baseline wandering was often observed in low-frequency measurement [19, 23] , which would obscure and even deteriorates the analysis result. Consequently, it is necessary to correct the baseline of the observations to extract buried signals [24] . As the atmospheric noise often exhibits non-stationary characteristics, wavelet based methods can provide multi-resolution analysis for the measured magnetic field signal. Recently, Bouchedda et al. [19] proposed two noise reduction techniques to remove atmospheric noise from airborne transient electromagnetic data via a stationary wavelet transform. Li et al. [20] adopted a combined wavelet transform method to reduce the white Gaussian noise and baseline drift jointly for the airborne transient electromagnetic data. Furthermore, Wang et al. [21] suppressed baseline drift effectively by using a wavelet-based correction algorithm. Consequently, wavelet transform is adopted to correct baseline drift by choosing appropriate wavelet basis and decomposition level in this paper. The two-scale equations are given by
where, φ(t) is the scaling function, ψ(t) is the wavelet function. The wavelet transform can be regarded as a filter bank and h 0 and h 1 are filter coefficients. The baseline wandering can be corrected by discarding the estimated low frequency components decomposed by the wavelet transform. As the length of real world signal is finite, the wavelet denoising method would cause distortion on the boundary of the signal. However, it was ignored in many wavelet-based filtering methods [20, 21] . In order to alleviate the adverse boundary effect by traditional wavelet method, we extend the data at both ends of the according time series with a mirror extension. The corresponding waveform processed by wavelet methods, adopting "sym8" base [21] and 14 levels are shown in Figure 3 . As the sampling rate is 100 kHz, the frequency components lower than 3 Hz will be filtered. It is shown that wavelet methods can provide perfect baseline correction results for our data. Moreover, the boundary effect caused by traditional wavelet methods can be eliminated by extending the data. 
Harmonic Suppression
It can be verified in Figure 4 that the measured magnetic data suffered from harmonics (fundamental frequency is 50 Hz) with large amplitude up to 20 pT. As the amplitude of harmonics are much larger than the atmospheric noise, it has to be eliminated before further data processing and analysis. The received signal y(t) consists of the atmospheric noise s(t) contaminated with harmonics p(t), given by
where p(t) can be further represented by
where A k and B k are the inphase and quadrature components of the k-th harmonic, f 0 denotes the fundamental frequency of the harmonics. As A k and B k decrease at exponential rate as k increases [3] , hence only the first K harmonics are considered in this paper. The estimate of the harmonics p(t) from y(t) can be derived by a least square (LS) estimation
The fundamental frequency f 0 is obtained firstly by setting K = 1, followed with the estimation of PP = (X T X) When p(t) is obtained by (4) and (6), s(t) can be derived by subtracting p(t) from y(t) [24] . It can be found that p(t) largely depends on the estimate of f 0 . However, f 0 is time-varying due to the drifting nature caused by generator and power plant design [3] . Consequently, the data should be divided into frames before LS estimation. A smaller length of the frame would lead to a better stationary characteristic of the data. While the performance of the LS estimation deteriorates as the number of samples decreases. Considering all these factors, the length of the frame ∆t = 0.2 s and the number of harmonics K = 20 were chosen. The waveform and the corresponding spectra of the processed data are shown in Figure 5 . It can be seen in Figure 5b that the background noise is quite low in comparison to measurements in urban area and there are only odd harmonics in the measured data. As a result, the distortion of the spectra can be diminished by designing X(t). The gray line denotes the spectra of the observed atmospheric noise before baseline correction. It can be seen that the low frequency components caused by baseline wandering are suppressed efficiently by wavelet denoising and the harmonics are further suppressed after LS estimation, which validates the effectiveness of the proposed method. To suppress the harmonics efficiently, the data were divided into frames before LS estimation. As a result, the low frequency part of the spectrum after harmonics suppression increases slightly in Figure 5b . 
Statistical Analysis and Modeling for the Atmospheric Noise
Spectral analysis can only provide the global characteristics of the data without any time information. The data measured at 8:10 UT on 2nd March with a length of 8 s is shown in spectrogram form calculated by the function "spectrogram" in MATLAB in Figure 6 . The data are divided into overlapping time bins, followed with a short-time Fourier transform performed on each time bin, between 0 and 50 kHz. The data bin size is 50 ms (i.e., ∆F = 20 Hz) with 50% overlapping. Longer bins have less bandwidth within each bin and thus higher resolution in spectra, but the time resolution is reduced, correspondingly. The amplitude of received signals in each frequency bin, and for each time bin, is indicated with the colorbar in Figure 6 . The thin vertical lines correspond to impulsive radio atmospherics, originated by lightning strikes, which can be observed at global distances from the receiver and are guided by the Earth-ionosphere waveguide. It can be observed that the magnetic field decreases as the frequency increases. This phenomenon is mainly due to the different attenuation of the electromagnetic wave propagated in the earth-ionosphere waveguide [25] . In order to get more details about the low-frequency noise characteristics, the spectrogram of the atmospheric noise lower than 10 kHz is given in Figure 7 . It can be seen that the components of impulsive noise located in 1∼5 kHz are not significant and that may be the reason why 1.51 kHz and only its third harmonic are adopted in ELF/VLF communication using heating ionosphere in [7] . Moreover, there are many man-made interference mainly radiated by band limited VLF transmitter in Figure 6 . The horizontal lines between 16 and 30 kHz correspond to constant minimum shift keying (MSK)-modulated VLF transmitters operated by various national navies for long-distance communication with naval vessels and submarines. The pulsed signals with a duration of 0.4 s between 10 and 15 kHz correspond to the so-called Alpha navigation system, a set of three VLF transmitters operated by Russia [13] . Limited by the bandwidth of the transmitter, existing works are mainly focused on the analysis and modeling for the narrowband ELF/VLF atmospheric noise. In [26] , the atmospheric noise is regarded as symmetric α-stable (SαS) distribution and the bit error rate (BER) of Gaussian detectors for different digital modulation schemes are analyzed. Relevant analysis for the wideband ELF/VLF atmospheric noise is rarely reported, which limit the application of ELF/VLF communication by ionosphere heating. Mixed Gaussian distribution and Hall model are adopted to describe the pdf of the wideband ELF and VLF noise, respectively in [7] . However, comparisons with other widely used models are absent. Consequently, we perform statistical analysis and modeling for the wideband atmospheric noise to provide theoretical basis for the design of wideband communication system. According to the distribution of the carrier frequency, we choose 1.51 kHz and its third harmonic 4.53 kHz as the center frequency in ELF and VLF band, respectively. The collected data were filtered by a 16th-order Butterworth lowpass filter with a cutoff frequency of 5 kHz, followed by a factor of 10 downsampling. After this, the processed data were further filtered by narrowband channel filters with different bandwidthes, i.e., 50 Hz, 200 Hz and 400 Hz, respectively.
Normality Test for the Narrow Band Noise
We test the normality of the ELF/VLF data before statistical analysis. The data measured near 10:00 UT from 2nd to 7th March are used for the test, named Data1 to Data6, respectively. The data are divided into segments and Lilliefors test [27] is performed for them. As the transmission rates of ELF/VLF communication modulated by quadrature phase shift keying (QPSK) are 100, 400, and 800 bps in [7] , the corresponding symbol rates are 50, 200, and 400 Baud/s. Consequently, the time length of the segments are chosen to be 20, 5.0, and 2.5 ms, respectively. The proportion of the normal distribution of the ELF and VLF atmospheric noise are shown in Table 1 . It can be seen that the narrowband (20 ms) ELF/VLF data have very low proportion of normal distribution because impulses would be more likely to be included during a longer observation. As a result, the proportion of the normal distribution of the ELF/VLF data gets larger as the bandwidth increases.
In Table 1 , we investigate the proportion of the normal distribution within one symbol period. However, we are also concerned about the noise distribution during a period of time in communication because it can give us a roughly statistical characteristic of the atmospheric noise. In order to illustrate an intuitive understanding of the noise distribution within a longer observation, the waveform of ELF/VLF noise with 400 Hz bandwidth from Data2 during 20 s is shown in Figure 8 . It can be seen that ELF noise appears in an almost Gaussian distribution, accompanied with occasional impulses, while VLF noise exhibits more impulsive characteristics. In statistics, a quantile-quantile (Q-Q) plot is a probability plot, which is a graphical method for comparing two probability distributions by plotting their quantiles against each other [28] . It has been widely used to compare a data set to a theoretical model to provide an assessment of "goodness of fit".
In order to investigate the distribution of low frequency atmospheric noise and the normal distribution intuitively, we perform the Q-Q plot graphically for ELF/VLF noise in Figure 8 . To alleviate the adverse effect of the occasional impulses, the data are preprocessed by a hole puncher [29] with a threshold of 4σ, where σ is the standard deviation of the data. We may find that the processed ELF data mostly follow normal distribution and thus can be modeled by Gaussian noise. However, the VLF data deviate significantly from the normal distribution. It is consistent with the results shown in Table 1 , in which the proportion of normal distribution of the ELF and VLF noise with 400 Hz bandwidth (2.5 ms) is 0.971 and 0.9, respectively. These conclusions are also consistent with that in [7] .
Amplitude Probability Distribution of the Narrow Band Noise Envelope
The most measured and modeled statistic of low-frequency radio noise, next to absolute power level, is the first-order amplitude probability density (APD) [5] . It has been demonstrated that the bit error rate of some digital modulation can be well estimated by APD [30] . Other widely used statistical definitions that characterize the envelope of the noise A(t) are (1) the cumulative distribution function (CDF) F A (a), which is one minus the APD, (2) pdf f A (a) is the derivative of the CDF, and (3) the voltage deviation V d [5] . Traditional APD methods are based on the narrowband signal model. However, according to the Bedrosian's product theorem in [31] , the signal n(t) = A(t) cos θ(t) has the analytic form if the spectrum S A ( f ) = F {A(t)}, where F is the Fourier operator, lies entirely in the region of | f | < f 0 and F {cos θ(t)} only exists outside of this region. Consequently, ELF/VLF signals n(t) considered here can be given as
where, n I (t) is the in-phase component, n Q (t) is the quadrature component, and f is the center frequency. Both n I (t) and n Q (t) are real-valued lowpass signals and can be expressed by n(t) and its Hilbert transformn(t):
n Q (t) =n(t) cos(2π f t) − n(t) sin(2π f t).
Thus, the lowpass equivalent of n(t), denoted by n l (t), is given by
It is known for a long time that the phase θ(t) of the atmospheric noise follows the uniform distribution over the angles −π to π [5] . As for the envelope A(t), there are several models used in recent literature to describe it, such as Hall model, Field and Lewenstein (F-L) model, Middleton's Class A and Class B model, and α-stable distribution [32, 33] . Considering the preliminary statistical results in [5] , Hall model and SαS distribution are more suitable to describe the narrowband ELF/VLF noise. Consequently, only Rayleigh distribution, Hall model, and SαS distribution are considered in this paper.
The absolute value r of the complex random variable whose real and imaginary components follow independent identically distributed (i.i.d) Gaussian distribution with equal variance σ and zero mean is Rayleigh-distributed [34] . The pdf of the Rayleigh distribution is
The Hall model is presented by Hall in 1966 and the envelope pdf is described as a two-parameter distribution [5] f Hall (r) = (m − 1) γ
where m determines the impulsiveness of the noise and γ denotes the the scaling factor. It should be noted that the envelope has infinite variance for m 3, which is not physically possible. While for the SαS noise, the closed form expression for its pdf is not available, except for special cases when the characteristic exponent α = 2 (Gaussian distribution) and α = 1 (Cauchy distribution). Instead, the SαS distribution is defined by its characteristic function
where γ > 0 is the dispersion, which measures the distribution's spread. If the atmospheric noise follows SαS distribution, its envelope pdf is the Fourier-Bessel transform of e −γρ α
where J 0 (·) is the zero-th order Bessel function of the first kind. The distribution follows (14) is also called the heavy-tailed Rayleigh distribution [34] . This is due to the fact that for α = 2 it is the Rayleigh distribution. While for α < 2 it can describe the impulsive noise and has a thicker pdf tail compared to the Rayleigh distribution. In order to compare the fitting performance of Rayleigh distribution, Hall model and SαS distribution, we should be able to estimate the model parameters from the observed data. Parameters of Rayleigh distribution and Hall model can be easily obtained by fitting the pdf with a LS algorithm. However, Equation (14) seems to be impossible to invert in order to estimate the required parameters. The pdf is approximated via numerical calculation and a lookup table method is adopted in [5] . However, this method need to store the lookup table and thus is not convenient to implement. In this paper, we adopt the fractional lower order moments method to estimate the parameters α and γ. The p-th order moment of the variable which follows the heavy-tailed Rayleigh distribution can be given as [34] 
where E (·) is the expectation operator and Γ (·) is the Gamma function. Consequently, α can be estimated from the following formula
Unfortunately, (16) is a highly nonlinear problem and cannot obtain a closed form solution for α. However, the Gamma function is well-behaved for the range of p and thus (16) can be solved by using the numerical optimization algorithms such as bisection [34] . Once α is obtained, γ can be derived from (15) as
As the envelope pdfs of the ELF/VLF noise exhibit heavy-tailed characteristic, mean square error (MSE) fails to provide a fair comparison between different models for the fitting. Thus, we adopt the mean-square log error (MSLE) [25] to evaluate the estimation performance. MSLE is defined as
where f A (x) is the data pdf andf A (x) is the estimate by the model. The envelope pdf fitting by Rayleigh distribution, Hall model, and SαS distribution for Data1 (Bandwidth is 400 Hz) are shown in Figure 9 . As evidenced in Figure 9a , all the three models could be well fitted to the ELF atmospheric noise and the Hall model achieves the best performance. While for the VLF noise, the Rayleigh model behaves poor and SαS distribution outperforms others in the sense of goodness of fit. Moreover, SαS describes the heavy-tail characteristic of the VLF noise more precisely in the zoom area. In order to get a quantitative analysis of the fitting performance, the envelope A of all the 42 sets of data are normalized such that the average envelope values E[A] = 1. The parameters of Data1 with different frequency bands estimated by the three models are revealed in Table 2 . It can be further validated that VLF noise contains more impulsive components and thus cannot be characterized by Gaussian model. The SαS distribution achieves smaller MLSE than the other two models because it can get more accurate fitting for the heavy tail. For the ELF noise, the MLSE of the Rayleigh model decreases significantly because ELF noise appears mostly Gaussian. All of the three models achieve good fitting performance in the sense of MLSE. Statistical analysis for all the 42 data sets show that, about 61% of the ELF noise are more suitable to be described by Hall model. Values of impulse index m range from 20 to 270 and values of γ range from 3 to 13. When investigating the VLF noise, about 75% of the noise follow SαS distribution and thus SαS is most suitable. Thereby, α is usually in the range of 1.8 to 1.96, although values as low as 1.73 and as high as 2 are also found. The corresponding γ is mainly distributed from 0.29 to 0.32. As the increase of bandwidth, more noise radiated from the lightings all over the world will be observed and thus the noise amplitude tend to rise. While the impulsive characteristics turn to weak as the increase of noise source due to the central limit theorem (CLT) [35] . It should be noted that α fitted by SαS distribution is mainly located in the range of 1.9 to 2 for ELF noise, indicating that the impulsive characteristic is very weak and can be simplified to Gaussian noise when a hole puncher is performed for the occasional impulses. Consequently, from the qualitative comparison in Figure 9 and quantitative comparisons in Table 2 , we can derive the conclusion that the ELF/VLF noise considered in this paper follows Gaussian distribution, with occasional impulses from lighting strikes. For simplicity, ELF noise can be regarded as Gaussian noise after preprocessing by a hole puncher operator for impulses. While for VLF noise, SαS distribution is optimal to describe the data. The simulation results are also consistent with the conclusion in [7] .
Conclusions
A low-temperature SQUID receiver was adopted to observe the ELF/VLF atmospheric noise for the first time in this paper. Symmetric wavelet decomposition and LS estimation were adopted to preprocess the data to suppress baseline wandering caused by geomagnetic activity and harmonics radiated from power line. Analysis for the temporal atmospheric noise show that the ELF/VLF noise have non-Gaussian characteristic, especially for the narrowband noise. Modeling of the ELF/VLF noise provides the insight that, Hall model is the optimal choice to depict the APD of the ELF noise, while SαS can fit the heavy-tail characteristic of the VLF noise more precisely. As α fitted by SαS distribution are mainly in the range of 1.9 to 2, the ELF noise can be regarded as Gaussian distribution for simplicity after preprocessing the impulses by a hole puncher.
The initial results of this study may allow for the modeling of wideband ELF/VLF communication performances, given the improved knowledge of the characteristics of the natural background noise for the design of an optimal SQUID based receiver. The parameters derived in this work can also be used as input parameters when trying to simulate low-frequency wideband communication. Longer observation time and more receivers in different districts will be adopted in the future to derive a more general conclusion.
